
The Plasma Air Model PA600 is a needle point brush type 

ionizer producing an equal amount of positive and negative 

ions. This unit is highly versatile as it may be installed in an air 

handling unit, fan coil unit, PTAC, heat pump and even a 

ductless split system. The model PA600 is self contained in a 

potted ABS box which has a molded flange with mounting 

holes. Models are available to accept 12V DC, 24V AC, 120V AC 

and 230V AC without the use of an external power supply 

device. The PA600 is protected with a 500mA glass cartridge 

fuse. Each PA600 ionization unit is capable of ionizing a supply 

airflow of 2,400 CFM. 
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SPECIFICATIONS:
 Airflow Capacity:  . . . . . . . . . . . . . . . . . . . . . . . . . 2,400 CFM
 Pressure Drop:  . . . . . . . . . . . . . . . . Less than 0.01 in. WG
 Housing Material: . . . . . . . . . . . . . . ABS polylac PA-765BK
 Weight:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .<1 pound
 Maximum Operating Temperature:  . . . . . . . . 200º F (93ºC)
 Electrical:
  Voltage Input  . . . . . . . . . . . . . . . . . . . . . . . . 12V DC (601)
   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 24V AC (602)
   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 120V AC (603)
   . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 230V AC (604)
 Power Consumption:  . . . . . . . . . . . . . . . . .Less than 1 watt
 Frequency:  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 50/60 hertz
 Over Current Protection:  . . .500 mA Glass Cartridge Fuse
Ionization Output:
 Mode of Operation: . . . . . . . . . . . . . . . . . Needle Point Type
 Needle Configuration:  . . . . . . . . . . . . . . . . . . . . Brush Type

MODEL PA600

6XX

1 = 12V DC
2 = 24V AC
3 = 120V AC
4 = 230V AC

0 = no contacts
6 = BAS monitoring contacts

PLASMA AIR MODEL 600 SERIES

DIMENSIONS: See Figure 1

APPROVALS: UL Listed Standard 867, File E237285

ORDERING NOMENCLATURE:
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